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Wood Coatings




Retall
Across the Counter Options

* DIY Friendly products - Low
Technology Application

Hesse Natural Oils

Hesse Waterbased Stains

TimberCote Wood Dressings
« TimberCote Solvent based Stains

« Wood Cleaning and Maintenance
Products




Timber Flooring Installers /
Applicators

 Requires on site technical
representation

« Hesse Lignal Natural Oils
» Hesse Lignal Waterbased Stains
 Hesse Lignal Pura Natura Topcoat

» Hesse Lignal Cleaning and
Maintenance Products




Kitchen Manufacturers

Requires on site technical
representation

Hesse Lignal Oils

Hesse Lignal Waterbased
Stains

Hesse Lignal Pura Natura

Hesse Lignal Multicote
Matt and Satin Lacquers

Hesse Lignal Isofiller
Primer

Hesse Lignal High Gloss
Lacquer

Hesse Lignal GlassCote

WoodCote Acid Catalysed
Lacquers and Primers

WoodCote Nitrocellulose
Lacquers and Primers



Office /
Restaurant
Furniture

Requires on site
technical representation

Hesse Natural Oils

Hesse Waterbased
Stains

Hesse Pura Natura

Hesse MultiCote
Lacquers

Hesse High Gloss
Lacquers

WoodCote Acid
Catalysed Lacquers and
Primers




Shopfitters — Apple iStore

Requires on site technical
representation

Hesse Lignal Oils
Hesse Lignal Pura

Hesse Lignal Multicote
Lacquers

Hesse Lignal High Gloss
Lacquers

Hesse Lignal UV Coatings

WoodCote Acid Catalysed
Lacquers

Woodcote Nitrocellulose
Lacquers




Furniture
Manufacturers

 Requires on site technical representation
« Hesse Lignal Qils

« Hesse Lignal Waterbased Stains

 Hesse Lignal Pura Natura

 Hesse Lignal Multicote PU Lacquers
 Hesse Lignal High Gloss Lacquers
 Hesse Lignal UV Coatings

« WoodCote Lacquers and Primers
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Architects and Interlor Designers
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- Zaha Hadid Opus Hotel
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 Betoneffekt
Concrete effect
.. Effet béton

Rosteffekt HYDRO
Rust effect
Effet rouille HYDRO

P 150-240

HDM 5708, 20:80 ZD 2690,
20:1 HDR 5091

300-350 g/m?
16 h/20°C
P 280-320

2-3 x DZ 4994-0001

@
O

> 30 Min./20°C

HO

2h/20°C

HDE 54500-0001, 10:1 HDR 5081
+1%HZ72

1-2 x 100-120 g/m?

16 h/20°C

Specialist Finishes

Hesse Lignal Wood Finish Range — See trends brochure




