
Technical information

Hesse INTENSIVE-CLEANER PR 91

>Product description
Cleaning agents that are pH neutral and based on biodegradable surfactants, with strong cleaning power on wooden
floors.

>Areas of application
For cleaning parquet and wooden floors, as well as laminates, PVC, tiles and plastic surfaces.

>Surface Preparation
Surface preparation Remove adhering particles from the surface to be cleaned with a cloth or a

soft brush.

Finishing Either appropriate care with Hesse PROTECT-CLEANER PR 90. Or an
appropriate surface treatment with suitable products from the Hesse parquet
range. Please see the required information on the instruction sheets for the
relevant products.

>Application
Application
other treatment
other treatment

>Processing instructions
Apply PR 91 thinned with water. With this solution, wipe the surface to be cleaned with a slightly damp - not wet -
cloth. Intensive cleaning: for heavy soiling or for intensive maintenance add a maximum of 1 : 10 (100 ml PR 91 to 1
l water). For the cleaning of HYDRO lacquer surfaces or lesser degrees of soiling, add 1 : 500 (20 ml PR 91 to 10 l wa-
ter).

>Technical data
Flow time 29 s / DIN EN ISO 2431 - 3 mm
Appearance colourless
Density series kg/l 1.012
Giscode GE10
Form of delivery fluid
Non-volatile content series % 5.8
VOC EU % 0 %
VOC FR A+
Storage temperature 10 - 30 °C
Shelf life in weeks 52
Working temperature 20 °C

>Ordering information
Order number Container Size
PR 91 1 l, 25 l

>Cleaning agent and care product
Order number Product description Container Size
PR 90 PROTECT-CLEANER 1 l, 25 l

>Particular instructions
Before applying the cleaning solution, test the resistance of the surface to be cleaned to Hesse Cleaner! Keep locked
away and out of the reach of children! Containers should only be put out for recycling when they have been com-
pletely emptied.
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Technical information

Hesse INTENSIVE-CLEANER PR 91

>General information
Cleaning and care instructions: Please observe the care instructions according to DIN 18356. Wipe parquet with a
slightly damp but not wet cloth. Please use only neutral, silicone-free, ammonia free and non-abrasive cleaners. Regu-
lar care and cleaning with Hesse PROTECT-CLEANER PR 90 and Hesse INTENSIVE-CLEANER PR 91 increases the life
of the sealing.

Our technical information is continually adapted to keep up to date with the latest technology and statutory regulations. The indicated values are
no specification, but typical product data. The latest version is always available online at www.hesse-lignal.de or talk to your local account manag-
er. This information is for advice and is based on the best knowledge available and careful research in line with the current state of the art. This in-
formation cannot be held as legally binding. We also refer you to our terms and conditions of business. Safety data sheet is provided in accordance
with EC regulation no. 1907/2006.
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