
 

 

 

WOODCOTE LY LACQUERS 
 

PRODUCT:   2000 series 

 

DESCRIPTION: The LY WoodCote range of furniture coatings consists of Urea formaldehyde 

/castor coconut alkyd modified fast curing acid catalysed lacquers. This 

product range is available as high quality clear and pigmented acid 

catalysed coatings available in various gloss levels. These finishes dry by a 

combination of solvent evaporation and chemical reaction. The result of the 

chemical reaction is a hard, tough, and solid film, which is not re-soluble and 

is far more mar resistant than a conventional air-drying finish. These 

lacquers are more resistant to water spotting, cracking and yellowing than 

standard AC Lacquers. Not recommended for exterior use. 

 

SUITABLE SUBSTRATES:           Softwood and hardwood including veneers, mdf boards, chip board and 

Masonite  

 

APPLICATION: 

 

Application Methods: Conventional spray, airless spray 
Mixing Ratio: Catalyse with 4 % AC Catalyst. Over addition of catalyst will not increase 

the drying time, it can cause a yellow discolouration of the paint film 

Thinning: Catalyse first before thinning. Catalyst addition will decrease the in 

can viscosity. The addition of a small amount of aromatic enamel 

solvent may be necessary to get to ideal spraying viscosity of 18 – 

22 secs FC4.  

Drying: 1. Touch dry ± 15 mins @ 25º C 

2. Handle ± 2 hrs @ 25º C 

3. Stacking ± 18 hrs @ 25º C 

4. Full Cure ± 7 days @ 25º C 
It should be noted that these indicated times can vary considerably with 

changes in ambient temperatures and film bond. 

Force Drying: After a suitable "flash off" period (± 10 mins) these products can be force dried 

at 50ºC - 60ºC for ± 15 mins. Finished articles can be stacked or wrapped 

after a shorter period compared to air drying. 

Pot Life:                                          Correctly mixed product has a potlife of one working day (8hrs) @ 25 deg C 
 

TECHNICAL DATA: 

Mass Solids:                               37 % (Clear Gloss) Varies according to colour & gloss level.  

Volume Solids:                            30%   (Clear Gloss) 

Specific Gravity:                               0.900 - 1.10 Varies according to colour and gloss level 

Binder Type:                                     Alkyd - Urea-formaldehyde 

Viscosity:                                          28 - 30" secs Ford 4 @ 25°C  (uncatalyzed) 

                                                          18 - 20" secs Ford 4 @ 25°C  (catalyzed) 

 

 
 



PACK SIZES: 5lt, 20lt, 200lt. 
 
COLOURS: Clear and Pigmented 

 
WASH UP:                                     Lacquer Thinner for cleaning equipment. Do not use for thinning 

 
HEALTH & SAFETY:                     Refer Material Safety Data Sheet. 

         

 

 
    


